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City of Attleboro  

77 Park Street 

Attleboro, MA 02703 

 

 

 

TO: Prospective Bidders 

 

RE: Contract Documents 

  City of Attleboro, Massachusetts 

 Pond Street Phase III Sludge Landfill  

 

BID 

OPENING: October 6, 2016 at 11:00 a.m. 
  Attleboro City Hall  

  77 Park Street 

  Attleboro, MA 02703 

 

 

ADDENDUM NO. 1 

 

This Addendum No. 1 to the above referenced project modifies, corrects and/or supplements the original Contract 

Documents dated September 2016 and shall become a part of the Contract Documents. 

 

Acknowledge receipt of the Addendum by inserting its number in the space provided on page 00300-1 of the Bid 

Form. Failure to do so may subject the bidder or to disqualification. 

 

A. PRE-BID MEETING 

 

1. An optional pre-bid meeting was held at the site on September 20, 2016 at 10 am.  See attached Agenda 

of items covered and list of attendees.  Questions asked and responses are included in sections below. 

 

 

B. CHANGES TO THE SPECIFICATIONS 
 

1. Specification Section 00100 Paragraph 6.1 – Change to all bid securities shall be returned within 45 days. 

 

2. Specification Section 00100 Paragraph 1.5 – Change to all bids shall remain open for 45 days. 

 

3. Specification Section 01025 Paragraph 1.04 - Delete the reference to the garage and fueling station.  There 

is no garage or fueling station in this contract. There is an access road as shown on the drawings. 

 

4. Specification Section 02575 Paragraph 2.01 A.1 - Change pavement thickness to read: 1.5 inches top and 

2.5 inches binder. 

 

5. Specification Section 02575 Paragraph 3.01 A – Change bituminous concrete pavement thickness to read: 

4-inch thick.   
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6. Specification Section 02930 Paragraph 3.02 - Screen leaf compost is required and noted to be from on-

site.  This material readily available on WPCF site for contract use. 

 

 

C. CHANGES TO THE CONTRACT DRAWINGS 

 

1. Cleanouts are required on the ends of all leachate collection lines that come up the berm. No cleanout is       

required on the first leachate line on the west side of Cell No 2. 

 

2. Sheet C-8 Detail 6 -  Note added to read 12” clay layer (two 6-inch lifts) overlain by GCL, overlain by 

HDPE. layer and 60 mil HDPE.  See detail 4 Sheet C-8 

 

3. On Sheet C-10 Detail 5 - Note added to read 12” clay layer (two 6-inch lifts) overlain by GCL, overlain 

by HDPE. layer and 60 mil HDPE.  See detail 4 Sheet C-8. 

 

4. Sheet C-8 Detail 8, 9 and 10 – For fence, barbed wire to match existing is required. 

 

 

D. OTHER 

1. The Contract time is identified as 240 days.  There is an allowance for up to 30 days for winter shutdown. 

If winter conditions result in shutdown, the contract time can be extended up to 30 days to compensate 

without liquidated damages. 

 

2. The project includes the landfill cell and gravity leachate collection line. No garage or fueling station is 

included.  Those components will be bid after the landfill is let and will require coordination on site with 

Contractor. 

 

3. Water is available on site and will require a permit from the City of Attleboro water department and 

backflow preventer shall be required.   No sewer or leachate line permit connection required. 

 

4. Interior berm shall not require 12-clay layer.  After two-six inch lifts are placed, the soil berm can be 

constructed over the clay.  The soil berm will then be overlain by only GCL and HDPE layers. 

 

5. Electronic version of the project plans is available.  Contact the CDM Smith Plan room at 617-452-6775 

to coordinate. 

 

6. Woodchips from clearing shall not remain on site. 

 

7. Stockpile of excavate will not require seeding. 

 

8. Deadline for question is 9/27 5 pm. 
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Pre-Bid Meeting Agenda and Attendees 








